
The expanSil™XR range is an ultra-low compression 

set silicone sponge, designed for use in the most 

demanding sealing applications. 

Formulated for applications where extreme 

temperature resistance and length of service are 

required, such as LED lighting enclosures and any 

application where seal replacement is difficult or 

impractical. 

-60°C to 230°C Ozone, UV and UL94HB vs 

(-76°F to 446°F) weather resistant FAR 25/JAR 25 other elastomers 

UL94 Horizontal Burn Federal Motor Vehicle Horizontal Flame Test for 
Flammability Test Safety Standard Aerospace 

(Not Listed) Applications 
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Silicone Sponge 
Extrusions 

MECHANICAL PROPERTIES 

Property Units al Value Test Method 

Density ("Measured on 127mm sheet) ka/m? (Ib/ft) 420 (262) ASTM D1056 

Hardness Shore 00 55 ASTM D2240 

Compression Force Deflection 25% KPa (psi) 90 (13.0) ASTM D1056 

Tensile Strength MPa (psi) 038 (116) ASTM D412 

Elongation to Failure % 125 ASTM D412 

Compression Set 50%, 24hrs recovery, 22hrs @100°C % 05 ASTM D1056 

Compression Set 50%, 24hrs recovery, 22hrs @200°C % 14 ASTM D1056 

Compression Set 50%, 24hrs recovery, 22hrs @225°C % 18 ASTM D1056 

Compression Set 50%, 24hrs recovery, 168h @175°C % 13 ASTM D1056 

CAPABILITIES 

Thickness mm (inches) Width mm (inches) Length m (ft) 

GENERAL CHARACTERISTICS 

Test Typical Value SELEC 

Brittle Point -80°C (112°F) ASTM D746 

Limiting Oxygen Index 24% BS 2782 Part 1 

Thermal Conductivity OTTW.Mm-.Ka BS 874 Part 2 

Radiation Resistance >108 Grays (107 Rads) typical


